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Lamp light Summary:

Report based on lamp delivering 1000 lumens.

Maximum Intensity 335.5 cd per klm.
(Luminaire orientation as tested.) 0.0 degrees vertical

0.0 degrees horizontal

Beam Spread At 10% of Imax 165.9V x 165.3H
At 50% of Imax 111.2V x 111.8H
At 90% of Imax 48.5V x  49.4H

Beam Flux Total 1000.0 lumens per klm.
To 10% of Imax 947.0 lumens per klm.
To 50% of Imax 680.6 lumens per klm.
To 90% of Imax 178.8 lumens per klm.

Upward LOR 3.5 %
Downward LOR 96.5 %

Luminaire Efficiency(Light Output Ratio) 100.0 %

H( ) Range:-90 -  90DEG
H( ) Interval:  0.5DEG

V(B) Range:-180 - 180DEG
V(B) Interval:  0.5DEG

β
β

Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.293
Temperature:25.3DEG Humidity:65.0%

Test Distance:9.390m [K=1.0000]Operators:GJY
Test Date:2018-09-27 Remarks:
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LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: 1000b-60w-1800mA

SPEC.: 

MFR.: OUXINGLED 

TYPE:led

DIM.: 

SUR.:

WEIGHT:5

SERIAL No.:1

Shielding Angle:

Test:U:229.8V I:0.2825A P:63.90W PF:0.9843  
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V 0.0DEG PLAN,111.8deg

UNIT:cd

H 0.0DEG PLAN,111.2deg

AVERAGE BEAM ANGLE(50%):111.5 DEG
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0.16 0.51 0.91 1.35 1.82 2.27 2.69 3.05 3.27 3.26 3.03 2.67 2.25 1.80 1.34 0.90 0.50 0.16

0.18 0.70 1.52 2.63 4.00 5.47 6.82 7.87 8.46 8.45 7.84 6.77 5.43 3.98 2.63 1.51 0.69 0.18

0.21 0.96 2.33 4.43 7.00 9.63 12.0 13.7 14.7 14.7 13.7 12.0 9.64 7.01 4.44 2.33 0.95 0.20

0.24 1.23 3.29 6.38 9.99 13.6 16.8 19.3 20.6 20.6 19.3 16.8 13.6 10.0 6.42 3.29 1.23 0.23

0.27 1.52 4.24 8.15 12.6 17.2 21.2 24.2 25.9 25.9 24.3 21.2 17.2 12.7 8.19 4.25 1.51 0.26

0.29 1.79 5.06 9.62 14.8 20.2 25.0 28.9 31.2 31.3 29.0 25.1 20.3 14.9 9.66 5.07 1.78 0.29

0.31 2.01 5.70 10.8 16.6 22.7 28.7 33.7 36.2 36.2 33.8 28.8 22.8 16.7 10.8 5.71 2.00 0.31

0.33 2.18 6.14 11.6 17.9 24.6 31.6 36.3 38.8 38.9 36.5 31.8 24.7 17.9 11.6 6.14 2.16 0.32

0.34 2.26 6.38 12.0 18.6 25.9 33.0 37.7 40.2 40.3 37.8 33.1 25.9 18.6 12.0 6.36 2.25 0.33

0.34 2.26 6.38 12.0 18.6 26.0 33.1 37.8 40.3 40.2 37.8 33.1 26.0 18.6 12.0 6.36 2.25 0.33

0.33 2.18 6.16 11.6 18.0 24.8 31.8 36.5 38.9 38.9 36.4 31.8 24.8 18.0 11.6 6.14 2.16 0.32

0.31 2.02 5.73 10.9 16.8 22.9 28.9 33.9 36.3 36.2 33.8 28.9 22.8 16.7 10.8 5.71 2.01 0.31

0.29 1.80 5.10 9.71 15.0 20.4 25.3 29.2 31.4 31.4 29.2 25.3 20.3 15.0 9.67 5.08 1.78 0.29

0.27 1.53 4.28 8.24 12.8 17.4 21.4 24.5 26.1 26.1 24.4 21.4 17.3 12.7 8.20 4.26 1.51 0.26

0.24 1.24 3.33 6.47 10.1 13.8 17.0 19.4 20.7 20.7 19.4 17.0 13.8 10.1 6.43 3.30 1.22 0.23

0.21 0.96 2.36 4.49 7.11 9.78 12.1 13.9 14.8 14.8 13.8 12.1 9.75 7.08 4.46 2.33 0.95 0.20

0.18 0.71 1.54 2.68 4.08 5.56 6.92 7.96 8.53 8.53 7.97 6.94 5.56 4.05 2.64 1.51 0.69 0.18

0.16 0.52 0.93 1.39 1.88 2.36 2.79 3.13 3.33 3.33 3.12 2.77 2.33 1.84 1.35 0.90 0.51 0.16
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one-half-peak spread: U:52.9,D:56.1 , L:56.3,R:56.2 NEMA Beam Type: Type 7

DATA OF LAMP

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

AVAILABILITY(%)

Avai. FLUX

LOR(%)

TOTAL FLUX

  @50%(H,V)θ

1000b-60w-1800mA

60

230

4014.89

1

230

1347

94.7

3802

100.0

4015

112,111DEG

H( ) Range:-90 -  90DEG
H( ) Interval:  0.5DEG

V(B) Range:-180 - 180DEG
V(B) Interval:  0.5DEG

β
β

Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.293
Temperature:25.3DEG Humidity:65.0%

Test Distance:9.390m [K=1.0000]Operators:GJY
Test Date:2018-09-27 Remarks:
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ISOCANDELA DIAGRAM

NAME: 1000b-60w-1800mA

SPEC.: 

MFR.: OUXINGLED

TYPE:led

DIM.: 

SUR.:

WEIGHT:5

SERIAL No.:1

Shielding Angle:

Test:U:229.8V I:0.2825A P:63.90W PF:0.9843   
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Imax:1347(H0.0,V0.0)
 (At:C=0.0,Gamma=0.0)

UNIT: cd

 5% 67.34
10% 134.7
15% 202.0
20% 269.4
25% 336.7
30% 404.1
35% 471.4
40% 538.7
45% 606.1
50% 673.4
55% 740.8
60% 808.1
65% 875.5
70% 942.8
75% 1010
80% 1077
85% 1145
90% 1212
95% 1280

1. AVG=1335,MIN=1326
2. AVG=1332,MIN=1314
3. AVG=1329,MIN=1302

Conical surface Flux(90deg):
2036.4 lm
%lum = 50.7%
%lamp = 50.7%

Conical surface Flux(120deg):
2981.6 lm
%lum = 74.3%
%lamp = 74.3%

H( ) Range:-90 -  90DEG
H( ) Interval:  0.5DEG

V(B) Range:-180 - 180DEG
V(B) Interval:  0.5DEG

β
β

Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.293
Temperature:25.3DEG Humidity:65.0%

Test Distance:9.390m [K=1.0000]Operators:GJY
Test Date:2018-09-27 Remarks:
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ISOLUX DIAGRAM

NAME: 1000b-60w-1800mA

SPEC.: 

MFR.: OUXINGLED

TYPE:led

DIM.: 

SUR.:

WEIGHT:5

SERIAL No.:1

Shielding Angle:

Test:U:229.8V I:0.2825A P:63.90W PF:0.9843   

131.2' 40.00m

105.0' 32.00m

32.00m

105.0'

 78.7' 24.00m

 52.5' 16.00m

16.00m

52.5'

 26.2'  8.00m

  0.0'  0.00m

0.00m

0.0'

 26.2'  8.00m

 52.5' 16.00m

16.00m

52.5'

 78.7' 24.00m

105.0' 32.00m

32.00m

105.0'

131.2' 40.00m

MOUNTING HEIGHT: 33'(10.0m)

  3% 0.4041lx 0.03754fc

  5% 0.6734lx 0.06256fc

 10% 1.347lx 0.1251fc

 30% 4.041lx 0.3754fc

 50% 6.734lx 0.6256fc

H( ) Range:-90 -  90DEG
H( ) Interval:  0.5DEG

V(B) Range:-180 - 180DEG
V(B) Interval:  0.5DEG

β
β

Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.293
Temperature:25.3DEG Humidity:65.0%

Test Distance:9.390m [K=1.0000]Operators:GJY
Test Date:2018-09-27 Remarks:
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Planar Illuminance Curve

Planar Illuminance Curve
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H( ) Range:-90 -  90DEG
H( ) Interval:  0.5DEG

V(B) Range:-180 - 180DEG
V(B) Interval:  0.5DEG

β
β

Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.293
Temperature:25.3DEG Humidity:65.0%

Test Distance:9.390m [K=1.0000]Operators:GJY
Test Date:2018-09-27 Remarks:
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AAI Figure

NAME: 1000b-60w-1800mA

SPEC.: 

MFR.: OUXINGLED

TYPE:led

DIM.: 

SUR.:

WEIGHT:5

SERIAL No.:1

Shielding Angle:

Test:U:229.8V I:0.2825A P:63.90W PF:0.9843  

1m 292.33cm397.9,1347lx

2m 584.66cm99.47,336.7lx

3m 876.99cm44.21,149.7lx

4m 1169.33cm24.87,84.18lx

5m 1461.66cm15.92,53.87lx

Height Eavg,Emax DiameterAngle:111.24deg

Flux out:2748 lm

Note:The Curves indicate the illuminated area and the average
     illumination when the luminaire is at different distance.

H( ) Range:-90 -  90DEG
H( ) Interval:  0.5DEG

V(B) Range:-180 - 180DEG
V(B) Interval:  0.5DEG

β
β

Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.293
Temperature:25.3DEG Humidity:65.0%

Test Distance:9.390m [K=1.0000]Operators:GJY
Test Date:2018-09-27 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

NAME: 1000b-60w-1800mA

SPEC.: 

MFR.: OUXINGLED

TYPE:led

DIM.: 

SUR.:

WEIGHT:5

SERIAL No.:1

Shielding Angle:

Test:U:229.8V I:0.2825A P:63.90W PF:0.9843  Lamp Flux:4014.89x1 lm

V(DEG)

H(DEG)
  Table--1 UNIT: cd

-90

-180 55.1

-170 55.1

-160 55.1

-150 55.1

-140 55.1

-130 55.1

-120 55.1

-110 55.1

-100 55.1

-90 55.1

-80 55.1

-70 55.1

-60 55.1

-50 55.1

-40 55.1

-30 55.1

-20 55.1

-10 55.1

0 55.1

10 55.1

20 55.1

30 55.1

40 55.1

50 55.1

60 55.1

70 55.1

80 55.1

90 55.1

100 55.1

110 55.1

120 55.1

130 55.1

140 55.1

150 55.1

160 55.1

170 55.1

180 55.1

-85

49.6

49.5

49.3

49.0

48.9

49.4

50.2

51.3

52.8

54.8

63.0

69.0

75.2

81.6

88.0

93.8

98.4

101

102

101

98.5

94.0

88.2

81.8

75.4

69.3

63.3

55.2

53.1

51.6

50.5

49.6

49.1

49.2

49.4

49.6

49.6

-80

47.0

46.8

46.6

46.8

47.6

48.4

49.2

49.0

51.0

54.6

68.6

83.0

101

121

139

154

165

172

175

172

165

154

140

121

101

83.5

69.2

55.3

51.6

49.6

49.7

48.9

48.0

47.1

46.8

46.9

47.0

-75

46.8

46.6

46.6

46.3

46.5

46.4

47.4

48.9

49.6

54.3

74.7

101

135

167

201

231

255

270

276

271

256

232

202

168

136

102

75.5

55.3

50.5

49.7

48.1

47.0

47.1

46.8

46.9

46.8

46.8

-70

44.8

44.6

44.7

45.1

45.6

45.7

46.1

47.5

48.6

54.1

81.8

124

170

225

278

324

358

380

387

380

359

325

280

227

172

125

82.9

55.4

49.7

48.6

47.1

46.8

46.3

45.7

45.2

44.9

44.8

-65

42.3

42.1

42.3

42.9

43.8

44.9

45.3

46.3

48.0

53.8

89.8

146

215

290

360

417

458

484

494

485

460

420

363

293

217

149

91.1

55.5

49.4

47.5

46.8

46.0

44.9

43.9

43.0

42.4

42.3

-60

39.5

39.4

39.8

40.6

41.7

43.2

44.5

45.7

48.2

53.5

98.1

169

262

356

438

503

552

583

594

585

555

507

442

360

265

172

99.9

55.6

49.9

47.2

46.2

44.7

43.2

41.5

40.4

39.6

39.5

-55

0.00

0.00

0.00

38.2

39.6

41.4

43.5

44.8

47.5

53.3

108

197

309

417

510

585

642

678

692

680

646

590

515

423

313

200

110

55.6

49.5

46.8

45.3

43.4

41.0

39.1

0.00

0.00

0.00

-50

0.00

0.00

0.00

0.00

37.7

40.0

42.4

44.3

46.7

53.0

117

225

355

475

577

662

727

767

783

769

731

668

584

481

360

228

120

55.6

48.8

46.5

44.5

42.0

39.0

0.00

0.00

0.00

0.00

-45

0.00

0.00

0.00

0.00

0.00

38.5

41.3

43.8

46.0

52.8

126

252

397

528

641

734

805

851

869

854

811

741

648

534

403

256

130

55.6

48.4

46.0

43.6

40.3

0.00

0.00

0.00

0.00

0.00

-40

0.00

0.00

0.00

0.00

0.00

37.1

40.3

43.4

45.9

52.6

135

278

435

576

700

800

879

935

956

939

886

809

708

584

441

282

139

55.6

48.3

45.6

42.6

38.9

0.00

0.00

0.00

0.00

0.00

-35

0.00

0.00

0.00

0.00

0.00

0.00

39.5

43.0

45.8

52.3

144

302

469

621

752

862

952

1015

1045

1020

960

871

761

628

476

306

147

55.7

48.2

45.2

41.7

0.00

0.00

0.00

0.00

0.00

0.00

-30

0.00

0.00

0.00

0.00

0.00

0.00

38.4

42.4

45.4

52.1

152

323

499

660

799

921

1023

1114

1145

1118

1033

930

808

667

506

328

155

55.7

48.0

44.7

40.8

0.00

0.00

0.00

0.00

0.00

0.00

-25

0.00

0.00

0.00

0.00

0.00

0.00

37.5

41.9

45.2

52.0

160

341

525

694

841

973

1107

1183

1209

1188

1115

982

849

701

532

346

163

55.5

47.9

44.2

40.1

0.00

0.00

0.00

0.00

0.00

0.00

-20

0.00

0.00

0.00

0.00

0.00

0.00

36.9

41.5

45.1

51.9

167

356

547

721

876

1023

1166

1229

1259

1235

1174

1032

885

729

553

361

170

55.3

47.8

43.9

39.4

0.00

0.00

0.00

0.00

0.00

0.00

-15

0.00

0.00

0.00

0.00

0.00

0.00

36.4

41.1

44.9

51.8

173

368

564

744

906

1072

1203

1266

1298

1273

1209

1082

914

751

570

372

176

55.1

47.7

43.5

38.8

0.00

0.00

0.00

0.00

0.00

0.00

-10

0.00

0.00

0.00

0.00

0.00

0.00

36.0

40.9

44.8

51.8

178

376

577

760

928

1111

1230

1295

1326

1300

1235

1118

935

766

582

380

180

54.9

47.6

43.2

38.2

0.00

0.00

0.00

0.00

0.00

0.00

-5

0.00

0.00

0.00

0.00

0.00

0.00

35.6

40.7

44.7

51.7

181

382

585

770

942

1133

1246

1312

1340

1316

1249

1137

947

776

589

385

183

54.7

47.6

42.9

37.8

0.00

0.00

0.00

0.00

0.00

0.00

0

0.00

0.00

0.00

0.00

0.00

0.00

35.5

40.5

44.6

51.6

184

384

587

774

947

1141

1252

1319

1347

1320

1254

1142

951

778

591

386

185

54.5

47.6

42.8

37.5

0.00

0.00

0.00

0.00

0.00

0.00

H( ) Range:-90 -  90DEG
H( ) Interval:  0.5DEG

V(B) Range:-180 - 180DEG
V(B) Interval:  0.5DEG

β
β

Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.293
Temperature:25.3DEG Humidity:65.0%

Test Distance:9.390m [K=1.0000]Operators:GJY
Test Date:2018-09-27 Remarks:



EVERFINE GONIOPHOTOMETERS SYSTEM TEST REPORT Page 8 Of 8

LUMINOUS DISTRIBUTION INTENSITY DATA

NAME: 1000b-60w-1800mA

SPEC.: 

MFR.: OUXINGLED

TYPE:led

DIM.: 

SUR.:

WEIGHT:5

SERIAL No.:1

Shielding Angle:

Test:U:229.8V I:0.2825A P:63.90W PF:0.9843  

V(DEG)

H(DEG)
  Table--2 UNIT: cd

5

-180 0.00

-170 0.00

-160 0.00

-150 0.00

-140 0.00

-130 0.00

-120 35.6

-110 40.6

-100 44.5

-90 51.6

-80 181

-70 382

-60 585

-50 771

-40 942

-30 1134

-20 1248

-10 1315

0 1341

10 1313

20 1248

30 1136

40 948

50 775

60 589

70 385

80 183

90 54.5

100 47.5

110 42.8

120 37.6

130 0.00

140 0.00

150 0.00

160 0.00

170 0.00

180 0.00

10

0.00

0.00

0.00

0.00

0.00

0.00

35.9

40.7

44.5

51.7

177

376

577

761

929

1113

1233

1299

1326

1296

1232

1117

935

766

582

380

180

54.5

47.4

42.8

37.9

0.00

0.00

0.00

0.00

0.00

0.00

15

0.00

0.00

0.00

0.00

0.00

0.00

36.4

40.9

44.5

51.7

172

367

564

745

908

1076

1207

1274

1298

1269

1206

1083

914

750

570

372

176

54.4

47.3

43.0

38.3

0.00

0.00

0.00

0.00

0.00

0.00

20

0.00

0.00

0.00

0.00

0.00

0.00

36.8

41.2

44.6

51.7

166

355

547

722

877

1027

1172

1236

1258

1233

1171

1033

885

728

552

360

170

54.4

47.3

43.2

38.8

0.00

0.00

0.00

0.00

0.00

0.00

25

0.00

0.00

0.00

0.00

0.00

0.00

37.4

41.6

44.6

51.8

159

340

525

694

843

976

1114

1188

1209

1186

1115

981

849

701

531

345

163

54.4

47.2

43.5

39.3

0.00

0.00

0.00

0.00

0.00

0.00

30

0.00

0.00

0.00

0.00

0.00

0.00

38.1

42.0

44.7

51.8

150

322

500

661

802

925

1029

1119

1149

1119

1031

928

807

667

505

327

155

54.3

47.2

43.9

39.9

0.00

0.00

0.00

0.00

0.00

0.00

35

0.00

0.00

0.00

0.00

0.00

0.00

39.1

42.3

44.9

52.0

143

301

470

623

756

866

956

1017

1044

1018

957

869

759

626

474

306

147

54.2

47.2

44.1

40.6

0.00

0.00

0.00

0.00

0.00

0.00

40

0.00

0.00

0.00

0.00

0.00

36.5

40.0

42.6

45.1

52.2

135

277

436

579

702

804

883

936

956

937

884

806

706

582

440

282

137

54.2

47.1

44.4

41.3

37.8

0.00

0.00

0.00

0.00

0.00

45

0.00

0.00

0.00

0.00

0.00

38.1

41.0

43.1

45.4

52.4

126

252

398

530

644

738

807

852

868

853

808

739

646

532

401

255

128

54.1

46.9

44.7

42.0

39.0

0.00

0.00

0.00

0.00

0.00

50

0.00

0.00

0.00

0.00

36.7

39.6

41.9

43.5

45.8

52.6

117

225

356

477

580

665

728

767

781

767

729

666

581

479

358

227

118

54.0

47.4

45.0

42.9

40.4

37.7

0.00

0.00

0.00

0.00

55

0.00

0.00

0.00

37.0

39.1

41.0

42.6

43.9

46.5

52.8

107

197

310

420

512

587

643

678

689

678

643

588

513

421

311

198

108

53.9

47.9

45.4

43.8

41.6

39.7

37.8

0.00

0.00

0.00

60

38.0

38.0

38.7

39.8

41.0

42.4

43.5

44.5

47.2

53.0

97.7

169

262

357

439

504

552

583

593

583

553

505

440

358

263

169

97.5

53.9

48.1

45.7

44.6

43.0

41.5

40.2

38.9

38.2

38.0

65

40.9

40.9

41.2

41.9

42.7

43.6

44.2

44.9

47.0

53.1

89.0

146

214

290

360

417

458

484

492

484

459

418

361

291

215

145

88.9

53.8

47.8

46.0

45.1

44.3

43.1

42.1

41.4

41.0

40.9

70

43.2

43.1

43.3

43.7

44.2

44.5

44.8

46.2

47.5

53.2

80.9

123

170

225

278

323

357

379

386

379

358

324

278

225

170

123

80.9

53.8

48.2

46.9

45.5

45.1

44.7

44.0

43.5

43.2

43.2

75

45.1

44.9

44.8

44.9

45.0

44.9

45.8

47.5

48.5

53.4

73.5

100

134

166

199

230

254

269

274

269

254

230

199

166

134

100

73.6

53.8

49.0

48.0

46.3

45.4

45.4

45.2

45.0

45.0

45.1

80

45.1

45.1

45.1

45.2

45.8

47.0

47.7

47.8

49.8

53.5

67.2

81.7

99.6

119

138

152

163

170

172

170

163

152

138

119

99.5

81.7

67.4

53.8

50.1

48.1

47.9

47.3

46.1

45.4

45.2

45.2

45.1

85

47.9

47.8

47.7

47.5

47.6

48.1

48.9

50.0

51.5

53.6

61.6

67.4

73.6

80.1

86.6

92.3

96.8

99.6

101

99.6

96.8

92.3

86.6

80.1

73.7

67.5

61.7

53.8

51.6

50.1

49.0

48.2

47.7

47.6

47.8

47.9

47.9

90

53.8

53.8

53.8

53.8

53.8

53.8

53.8

53.8

53.8

53.8

53.8

53.8

53.8

53.8

53.8

53.8

53.8

53.8

53.8

53.8

53.8

53.8

53.8

53.8

53.8

53.8

53.8

53.8

53.8

53.8

53.8

53.8

53.8

53.8

53.8

53.8

53.8

H( ) Range:-90 -  90DEG
H( ) Interval:  0.5DEG

V(B) Range:-180 - 180DEG
V(B) Interval:  0.5DEG

β
β

Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.293
Temperature:25.3DEG Humidity:65.0%

Test Distance:9.390m [K=1.0000]Operators:GJY
Test Date:2018-09-27 Remarks:




